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4. Drawings
The drawings for each item (Distribution Transformers) of Lot No-1, for each item & [Sectionalizing 
Devices (Fuse Cutout & Surge Arrester, Fuse link] of Lot No-2 included with the technical specifications 
described in serials  3 of Section 6 respectively.



5. Inspection/Tests:

Inspection and tests shall be : 
Goods : Described in Lot-01& Lot-02.   
Type of test, Time or milestone, Place & Procedure: as per specification and as 
follows:   

5.1 Pre-
shipment/Pre-
delivery 
Inspection

(a) PSI Conducted by: Pre-shipment Inspection will be carried out 
Inspection Team of 3 members 

(c) Process of Test: Process of Test:

For Lot-1  :

Pre-shipment tests will be carried out as indicated in Section-6 
Technical Specifications. 

For Lot-2:

Inspection Team and/or PSI agent will randomly collect 1% (one 
percent) of total quantity of samples of each item for visual 
inspection and 4-5 nos. of samples of each item for tests from the 
production line as well as from manufactured quantity. The 
Inspection Team or PSI agent shall witness the tests and will also 
conduct visual inspection of the physical conditions, quantity and 
packaging of the goods before shipment and delivery in 
accordance with GCC clause 26.2



(e) Notice: The supplier shall give a reasonable advance notice, 
including the place and time thereof to the Purchaser by e-
mail/fax at least 45 (forty five) days in advance of the inspection.

(f) Shipment Clearance: Purchaser will issue a shipment clearance to 
the supplier upon receipt of satisfactory PSI report within one 
week from the date of inspection.The supplier shall not ship the 
materials before obtaining shipment clearance from the BREB.

5.2 Post 
Landing/ 
Delivery 
Inspection

(a) The supplier shall inform the Purchaser immediately after arrival 
of the goods at Final destination. An inspection team nominated 
by the Purchaser shall perform the post landing inspection in 

(b) The Inspection Team will visually inspect the physical 
year, 

dimension, pin-hole gauge, damage, deformity, finishing, etc.), 
quantity and packaging of the goods delivered. In case of 
insulators, delivered materials will be accepted after testing (tests 
are mentioned below) at BREB facilities and facilities within 

representative (if they desire so).



6. PACKING, MARKING AND DRAWINGS INSTRUCTIONS  
FOR BOX DESIGN NO. 1 & 3




















