BANGLADESH RURAL ELECTRIFICATION BOARD
POWER DIVISION, MINISTRY OF POWER, ENERGY AND MINERAL RESOURCES.
GOVERNMENT OF THE PEOPLE’S REPUBLIC OF BANGLADESH

Memo no: 27.12.1933.189.45.001.811 Date: 01.06.2020

e-Tender Notice (LTM).

e-Tender are invited in the National e-GP System Portal http:/www. eprocure. gov.bd) for Construction/Ug-
gradation of overhead electrical distribution line under the geographical area of Feni PBS Tender submission
deadlines are mentioned below :

Description of work Sub -Package No Tender ID Closing Date Closing Time

New Construction of 13.349 KM OHD

5)- 1-NL-36- 24-06- o
line at Feni PBS. URIDS (E)-Feni-NL-36-03 464802 24-06-2020 11-00 AM

This is an online Tender, where only e-Tender will be accepted in the National e-GP Portal and no offline/ hard copies will
be accepted. To submit e-Tender, registration the National e-GP System Portal (http://www.eprocure.gov.bd) is required.

The fees for downloading the e-Tender documents from the National e-GP System Portal have to be deposited online
through any e-GP registered banks branches up to 23-06-2020 at 17-00 PM. Notice that according to ITT Clause No-4.2
maximum quantity of incomplete lines for BREB Enlisted Line Construction Contractors (LC) - Up to 300 KM , BREB
Enlisted Provisional Line Construction Contractor (PLC) - Up to 100 KM , PBS Enlisted Permanent Mini Contractor - Up to
100 KM and PBS Enlisted Provisional Mini Contractor - Up to 100 KM are eligible and over is not eligible. Also according
to ITT Clause No-15(i) required information must be fill up in prescribed Table.Otherwise submitted tender will not be
considered for evaluation.

Further information and guidelines are available in the National e-GP System Portal and from e-GP helpdesk
(helpdesk@eprocure.gov.bd).

Superintending Engineer
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